
Floor-Standing
 AC140BNPDKH/EU / AC140RXADNG/EU

A simpler way to  
heat & cool bigger spaces



AC140BNPDKH/EU

-

Indoor Unit

Outdoor Unit - Mono-

Phase Outdoor Unit - Tri-

Phase

AC140RXADNG/EU

Capacity
Cooling (Min/Nominal/Max) kW  4.5/13.4/16.7 
Heating up to +7 °C (Min/Nominal/Max) kW  3,9/15.5/18,0 
Heating @ -5 °C kW 15.20
Heating @ -15 °C kW 13.5

Performance 
Energy Effi ciency 
Cooling

SEER1 W/W 5,8 /ηs,c 229,0 %

Power Consumption kWh/a -
Pdesignc kW 13.4
EER W/W 3.1

Energy Effi ciency 
Heating

SCOP1 W/W 4,0 / ηs,h157,0 %

Power Consumption kWh/a -
Pdesignh (average) kW -
COP1 W/W 3.44

 Airfl ow Rate Indoor Unit (H/M/L) m3/min 35.0/30.0/27.0
Sound Power Indoor Unit dB(A) 65

Outdoor Unit dB(A) 72
Sound Pressure Indoor Unit (H/M/L) dB(A) 51/48/45

Outdoor Unit (H/C) dB(A) 54/53
Fan/Outdoor Unit Type BLDC

Power output W 2x125
Number of Fans - 2

Operating 
 Temperature Range 

Cooling °C -15~50 
Heating °C -20.0~24.0 

Electrical Data 
Power Source Indoor Unit Φ, #, V, Hz  1Φ, 2, 220~240 V, 50/60 Hz 

Outdoor Unit Mono-Phase Φ, #, V, Hz  3Φ, 4, 380–415 V, 50/60 Hz 
Outdoor Unit Tri-Phase Φ, #, V, Hz 

Compressor Type Outdoor Unit Type  Twin BLDC Rotary 
Power
(Min/Nominal/Max)

Cooling kW  0.93/4.32/6,0 
Heating kW  0.70/4.50/6.60 

 Current Input Cooling (Min/Std/Max)  A  1.8/6.8/9.6 
Heating (Min/Std/Max)  A  1.4/7,0/10.7 

Dimensions
Net Dimensions 
(W x H x D)

Indoor Unit mm  610 x 1,850 x 400 
Outdoor Unit mm  940 x 1,210 x 330 

Net Weight Indoor Unit kg 44,5
Outdoor Unit kg 86,5

Refrigerant 
Refrigerant Type R32 660 GWP

Factory Charging kg 3.5
Charging Ton equivalent CO2 tCO2e 7.31
Additional Refrigerant Charging g/m 50

Piping Connections Liquid Pipe ø, inch  3/8
Gas Pipe ø, inch  5/8

Piping Length Min/Max m 5/75

Piping Height Max m 30
Piping Connections Drain Pipe ø, mm  VP18 
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• Three dimension cooling and heating
• Modern touch display panel for easy control

• Long-life washable high density fi lter.
• Auto Restart function.

Specifications
Floor-Standing (R32)

1  Energy labels as shown are according to EU No 626/2011 (LOT 10) label classifi cation 2019, on a scale from D to A+++.



Dimensional drawings
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AC140BNPDKH/EU

NO Name

Description

��������D����� ��������D�����

1 �i��i��pipe�connection �.�� ����࢘� �.�� ����࢘�

2 ��s�pipe�connection ��.�� ����࢘� ��.�� ����࢘�

3 Dr�in�pipe�connection� - -

4 �o�er�s�pp������o���nic�tion��irin��con��it - -



��t�oor��nitsDimensional drawings 
14 kW/16 kW/18 kW Outdoor Unit

14 kW/16 kW/18 kW Outdoor Unit

NO Name Description

1 �i��i��pipe�connection ��.�� �����

2 ��s�pipe�connection ���.�� �����

3 �ipin��int��e��noc��o�t��o�e �ront��ide��ear��otto�

4 �o�er��irin��con��its �ront��ide��ear� ��� ��� ����

5 �o���nic�tion��irin��con��its �ront��ide��ear� ��� ������

6 Dr�in��o�e Connect with the provided drain plug.



Even  
cleaner 
air
Auto Shutter

Keep the inside of your air conditioner clean 
and hygienic, so it always expels clean air. 
The Auto Shutter function automatically 
opens the flaps over the air vent when it 
is turned on. It then closes them when it is 
turned off, which prevents dust from getting 
inside and polluting the system.

More   
control & 
style
Hidden Display & Touch Control

Enjoy a stylishly modern and minimalist look 
and much easier control.  

The Touch Control panel has an intuitive  
button design and layout that lets you to  
adjust the settings with just a gentle touch. 
And its Hidden Display enhances the  
minimalist design of the front, but is still easy 
to read.



Learn more about Samsung Climate Solutions at:
www.samsung.com/climate and wellair.dk
Copyright © 2022 Samsung Electronics Air Conditioner Europe B.V. All rights reserved. Samsung is a registered trademark of Samsung Electronics Co., 
Ltd. Specifications and designs are subject to change without notice and may include preliminary information. Non-metric weights and measurements 
are approximate. All data was deemed correct at the time of creation. Samsung is not liable for errors or omissions. Some images may be digitally 
altered. All brand, product, service names and logos are trademarks and/or registered trademarks of their respective owners and are hereby recognised 
and acknowledged.

Samsung Electronics Co., Ltd. participates in the Eurovent Certification Programme (ECP) for Air 
Conditioners (AC), Variable Refrigerant Flow (VRF) and Liquid Chilling Packages Heat Pump (LCP-
HP). To check the ongoing validity of certification, please visit: www.eurovent-certification.com

Find your flow.
Create your perfect 
environment.


